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SELECTION OF CP BOSS CONSTANT PRESSURE BOOSTER SYSTEMS

TITLE:______________________________________________________________________

CONTACT INFO:______________________________________________________________

DETERMINE FIELD CONDITIONS:
Suction Pressure _________________psig (B)
(City Supply of Tank)
Total System Flow _________________gpm
System Discharge Pressure _________________psig (A)
Pump/Motor Speed ❑  3600 rpm ❑  1800 rpm
Motor Enclosure ❑  ODP ❑  TEFC
Electrical Supply Information

Voltage ❑  208 ❑  230 ❑  460

SYSTEM CONFIGURATION:
❑  Duplex ❑  Triplex

PUMP ORIENTATION:
❑  Horizontal ❑  Vertical

SELECT MANIFOLD/BASE PACKAGE:

Suction/Discharge MANIFOLD SIZE:
❑  3" Manifolds ❑  4" Manifolds ❑  6" Manifolds

Suction/Discharge MANIFOLD MATERIAL:
❑  Galvanized Steel ❑  Copper ❑  Stainless Steel

DETERMINE PUMP FLOW REQUIREMENTS:
Duplex: P1_________________% Triplex: P1_________________%

P2_________________% P2_________________%
P3_________________%

DETERMINE REQUIRED FLOW PER PUMP IN GPM:








