


2SOLIDS HANDLING WASTEWATER PUMPSTECHNICAL INFORMATIONTHE RIGHT CHOICEThe 4RH and 4RHX (hazardous location) submersible wastewater pumps are the 

right choice when difficult to pump fiberous or stringy solids are to be expected.  

The 4RH/4RHX series provides smooth, vibration-free operation when operating at 

heads higher than peak efficiency.  For use in municipal lift stations, treatment 

plants and industrial waste applications.  

MYERS offers a complete line of wastewater pumps, lift-out rail assemblies, 

controls and accessories to meet your needs.  Call your MYERS distributor or the 

MYERS Ohio sales office at 419-289-1144 for more details.PASSES STRINGY TRASH, FIBROUS WASTES, SLURRIES 

AND OTHER DIFFICULT TO PUMP SOLIDS THAT STANDARD 

ENCLOSED OR SEMI�OPEN IMPELLERS CANNOT.•  Recessed impeller design has completely open passage in volute. Pumping 

action is by vortex.

•  Operates without vibration or cavitation over entire performance curve.  

Operates near shut-off without harming pump.DURABLE MOTOR WILL DELIVER MANY YEARS               

OF RELIABLE SERVICE.•  Recessed impeller greatly increases bearing life by reducing radial load.

•  Oil-filled motor for maximum heat dissipation and constant bearing lubrication.

•  Heat sensor thermostats embedded in windings protect motor 

from overheat conditions.

•  Seal leak probes warn of moisture entry; help prevent costly motor burn-out.AVAILABLE WITH OPTIONAL FM APPROVAL FOR USE IN 

CLASS 1, GROUPS C & D HAZARDOUS LOCATIONS 

(4RHX ONLY).
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